
Stacked Lithium Battery

< 10 kWh / 15 kWh / 
20 kWh / 24 kWh  >
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Product Features

Strong Expansibility
Support 16 modules in parallel

Meticulous Care
Each module can be independently 
managed and operated to ensure 
the safety of the system

Easy Management
Pulley bottom, manual switch, 
and visual supervision interface 

Safety & Reliability
Nano-coating and self-healing technology
construct the LFP channel
to add a firewall to the battery

Stronger Compatibility
Cover all mainstream protocols and 
match most mainstream inverters
1C discharge

Long Life
4 times long static and 8 consistency
screening make the battery more durable
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Product Sepecifications

Cooperative Inverter Brands
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Model

Electrical Characteristics

Rate voltage(Vdc)

Rate capacity(AH)

Cell combination(S1P)

Energy storage(KWH)

Cycle life

Charge/Discharge Standard

Charge voltage(V)

Max. charge current(A)

Max. discharge current(A)

Enviornment

Charge temperature(°C)

Discharge temperature(°C)

Storage Temperature(°C)

Mechanical

IP class

Material system

Case material

Case type

Pack dimension L*W*H(mm)

Package dimension L*W*H(mm)

Net weight(kg)

Gross weight(kg)

Communication

Protocol(Optional)

Monitoring

Certificates

Pack

Cell

192

50

30S1P*2S

9.6

6000 cycles @80% DOD, 0.5C

210

50

50

162

216

0°C to 55°C@60±25% Relative Humidity

-20°C to 55°C@60±25% Relative Humidity

-20°C to 55°C@60±25% Relative Humidity

IP65

LiFePO4

Meta

Stand Stack

680*185*1035

780*295*450*3

14+49*2

21+53*2

288

30S1P*3S

14.4

315

243

324

680*185*1425

780*295*450*4

14+49*3

21+53*3

384

30S1P*4S

19.2

420

324

432

680*185*1815

780*295*450*5

14+49*4

21+53*4

470

30S1P*5S

24

525

405

540

680*185*2205

780*295*450*6

14+49*5

21+53*5

Canbus/RS485/RS232

Bluetooth/WLAN Optional

UN38.3, MSDS

UN38.3, MSDS, IEC62619, CE, UL1973

PP-X1H-10kWh PP-X1H-15kWh PP-X1H-20kWh PP-X1H-24kWh


